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report results determined from the initial 
analysis. 

(10) Reporting. Report the analytical re-
sults and other data, with the required data 
listed in 40 CFR 141.35, Table 1. Report this 
data electronically to EPA, unless EPA 
specifies otherwise, and provide a copy to the 
State. Systems must coordinate with their 
laboratories for electronic reporting to EPA 
to ensure proper formatting and timely data 
submission. 

(11) Method Defined Quality Control. As 
appropriate to the method’s requirements, 
perform analysis of Laboratory Fortified 
Blanks and Laboratory Performance Checks 
as specified in the method. Each method 
specifies acceptance criteria for these qual-
ity control checks. 

[64 FR 50612, Sept. 17, 1999, as amended at 65 
FR 11382, Mar. 2, 2000; 66 FR 2302, Jan. 11, 
2001; 66 FR 27215, May 16, 2001; 66 FR 46225, 
Sept. 4, 2002; 67 FR 65900, Oct. 29, 2002] 

§ 141.41 Special monitoring for so-
dium. 

(a) Suppliers of water for community 
public water systems shall collect and 
analyze one sample per plant at the 
entry point of the distribution system 
for the determination of sodium con-
centration levels; samples must be col-
lected and analyzed annually for sys-
tems utilizing surface water sources in 
whole or in part, and at least every 
three years for systems utilizing solely 
ground water sources. The minimum 
number of samples required to be taken 
by the system shall be based on the 
number of treatment plants used by 
the system, except that multiple wells 
drawing raw water from a single aqui-
fer may, with the State approval, be 
considered one treatment plant for de-
termining the minimum number of 
samples. The supplier of water may be 
required by the State to collect and 
analyze water samples for sodium more 
frequently in locations where the so-
dium content is variable. 

(b) The supplier of water shall report 
to EPA and/or the State the results of 
the analyses for sodium within the 
first 10 days of the month following the 
month in which the sample results 
were received or within the first 10 
days following the end of the required 
monitoring period as stipulated by the 
State, whichever of these is first. If 
more than annual sampling is required 
the supplier shall report the average 
sodium concentration within 10 days of 

the month following the month in 
which the analytical results of the last 
sample used for the annual average was 
received. The supplier of water shall 
not be required to report the results to 
EPA where the State has adopted this 
regulation and results are reported to 
the State. The supplier shall report the 
results to EPA where the State has not 
adopted this regulation. 

(c) The supplier of water shall notify 
appropriate local and State public 
health officials of the sodium levels by 
written notice by direct mail within 
three months. A copy of each notice re-
quired to be provided by this paragraph 
shall be sent to EPA and/or the State 
within 10 days of its issuance. The sup-
plier of water is not required to notify 
appropriate local and State public 
health officials of the sodium levels 
where the State provides such notices 
in lieu of the supplier. 

(d) Analyses for sodium shall be con-
ducted as directed in § 141.23(k)(1). 

[45 FR 57345, Aug. 27, 1980, as amended at 59 
FR 62470, Dec. 5, 1994] 

§ 141.42 Special monitoring for 
corrosivity characteristics. 

(a)–(c) [Reserved] 
(d) Community water supply systems 

shall identify whether the following 
construction materials are present in 
their distribution system and report to 
the State: 

Lead from piping, solder, caulking, interior 
lining of distribution mains, alloys and 
home plumbing. 

Copper from piping and alloys, service lines, 
and home plumbing. 

Galvanized piping, service lines, and home 
plumbing. 

Ferrous piping materials such as cast iron 
and steel. 

Asbestos cement pipe. 

In addition, States may require identi-
fication and reporting of other mate-
rials of construction present in dis-
tribution systems that may contribute 
contaminants to the drinking water, 
such as: 

Vinyl lined asbestos cement pipe. 
Coal tar lined pipes and tanks. 

[45 FR 57346, Aug. 27, 1980; 47 FR 10999, Mar. 
12, 1982, as amended at 59 FR 62470, Dec. 5, 
1994] 
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